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ENGINEERING

AND MANUFRCTURING







AMERICAN METAL DOOR NTH3500, HOLLOW METAL SLIDING DOOR

CONSULT MANUFACTURER FOR ADDITONAL OPTIONS OR MODIFICATIONS

PART 1 - GENERAL

1.1
RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 1 Specifications, apply to this section.

1.2
SUMMARY

A. This section includes horizontal sliding door systems.

1.3
SUBMITTALS

A. General:  Submit each item in this Article according to the Conditions of the Contract and Division 1 Specification Sections.

B. Product Data for each type of product specified consisting of manufacturer’s technical Product Data and installation instructions for each type of door required, including data substantiating that products comply with requirements.

C. Submittal Drawings showing fabrication and installation of top hung, sliding doors including plans, elevations, sections, details of components, hardware, operating mechanism, and attachments to the other units of Work. 
1.4
DELIVERY, STORAGE AND HANDLING

A. Store delivered materials and equipment in dry locations with adequate ventilation, free from dust and water, and so as to permit access for inspection and handling.
B. Handle materials carefully to prevent damage.
1.5
WARRANTY

A. The door manufacturer shall provide a written guarantee against all defects in material and workmanship for a period of three (3) years from the date of acceptance.

PART 2 - PRODUCTS

2.1 
MANUFACTURERS

A. Manufacturer: Single or bi-parting sliding doors shall be the American Metal Door NTH3500 Series Hollow Metal Sliding door manufactured by Door Engineering and Manufacturing, LLC; 400 Cherry St, Kasota, MN. 56050, (800) 959-1352. Equal products by other manufacturers approved in advance.
2.2
MATERIALS

A. Steel Sheets: Steel sheets of commercial quality, complying with ASTM A 1008/A 1008M cold-rolled steel sheet.

B. Hardware: Manufacturer’s standard components, galvanized or zinc plated.

2.3 
DOOR PANEL CONSTRUCTION

A. Basis-of-Design Product: The drawings and specifications are based on the American Metal Door NTH3500 Series, Hollow Metal Sliding Door as manufactured by Door Engineering and Manufacturing, LLC; Kasota, MN.

B. Door thickness: Doors shall have a minimum nominal thickness of 1-3/4”.

C. Core: Structural core of resin impregnated Kraft honeycomb bonded under pressure to both face sheets.

D. Face Sheets: Steel sheet shall be a minimum of 18 gauge A-60 galvannealed steel.

E. Interior Framing: Interior framing channel shall be a minimum of 14 gauge galvannealed steel.

F. The flush pulls, 14 gauge armor edge, trail door interlock, and bottom guide channel shall be factory welded or screwed to the panels.

G. Multiple Panels: Shall be field assembled using an "H" channel splice column, top armour edge and bottom stay roller assembly to lock one  panel into the other to form a solid one piece unit.  

2.4 
HARDWARE

A. All hardware for the door shall have a primer, galvanized, or zinc plated finish.  The hardware shall include box track, adjustable track brackets, adjustable wall brackets, adjustable concealed stay rollers, 6" x 6" wall washers and wall bolts. The box track shall be a minimum of 14 gauge steel.  Also included is one pair of four-wheel ball bearing hangers.

B. Mounting Hardware: Shall include all necessary wall washers and through wall bolts with nuts and washers.

2.5
 FACTORY FINISHING


B. Steel Surfaces: All exposed door surfaces will be thoroughly cleaned prior to receiving one (1) coat of manufacturers’ standard primer.

1. Primer shall be manufacturers' standard Diamond Vogel fast dry structural steel primer L/F R/I and shall be applied by spraying.

2.6
OPTIONS

A.  Gasketing (option):  Provide brush-type seals at head, jambs and sill.

D.  Track Hoods (option):  Provide track weather-hood formed from galvannealed steel sheet.  

PART 3 - EXECUTION

3.1 INSTALLATION

A. Install sliding doors in strict accordance with the approved drawings by qualified door erection crews.  All door openings shall be completely prepared by the general contractor prior to the installation of the doors. 
B. Door shall be set plumb, level and square, and with all parts properly fastened and mounted. All moving parts shall be tested, adjusted and left in good operating condition.

3.2
ADJUSTING AND CLEANING

A. Inspection of the doors and a complete operating test will be made by the installer in the presence of the general contractor or architect as soon as the erection is complete. Any defects noted shall be corrected. After door approval in the above test, the general contractor must assume the responsibility for any damage or rough handling of the door during construction until the building is turned over to the owner and final inspection is made. 
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